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On-site RJ45 wire instructions

Category 6 Snap-In Connector Installation Instructions

INTRODUCTION: Leviton Telcom eXtreme 6 products are designed to work as a system to achieve proposed Category 6 component level
performance. The Leviton eXtreme 6 Cabling System consists of eXtreme 6 connectors and eXtreme patch cords, as well as “gigabit-rated”
cable from a Leviton eXtreme cable partner. If Category 5 components are substituted for eXtreme components, a lesser performance level
can be expected.

SaFEtY iNFORmatiON
1. Never install communications wiring or components during a lightning storm.
2. Never install communications components in wet locations unless the components are designed specifically for use in wet locations.
3. Never touch uninsulated wires or terminals unless the wiring has been disconnected at the network interface.
4. Use caution when installing or modifying communications wiring or components.
5. To prevent electrical shock, each opening must be filled with a module or blank filler.

imPORtaNt iNStRuCtiONS
1. Read and understand all instructions.
2. Follow all warnings and instructions marked on the product.
3. Do not use this product near water—e.g., near a tub, wash bowl, kitchen sink or laundry tub, in a wet basement, or near a swimming pool.
4. Never push objects of any kind into this product through cabinet slots, as they may touch dangerous voltages.

SaVE thESE iNStRuCtiONS
1. Remove connector from Connexus interface panel by inserting a small flat screw into top of connector/ faceplate and twist slightly.

Connector should pop out.
2. Remove about 2” of jacket from cable.
3. Determine which wiring scheme (T568A or T568B) and note the associated color codes on the label located between the IDC connector

slots. The label also includes connector pin numbers. Refer to Fig 2-1 & 2-2.
4. Route the wires for termination as shown in Fig 3-1. Terminate one pair at a time starting from the side of cable entry. Terminating each

pair after placement will prevent crushing the inside pairs with a punch-down tool (not supplied). Lay cable in so that jacket touches edge
of connector as shown.*

5. Using a 110 style impact tool set to “low” impact (not supplied), seat the wires into the IDC slots. Maintain wire pair twisting as close as
possible to the IDC contact (Must be 1⁄4” or closer). Use the cutting side of the tool to trim the excess wire flush with the connector body.
See Fig 4-1.

6. Place the caps over the terminated wires for secure connection and added strain relief. See Fig 5-1.
7. Insert connector assembly into Connexus interface. Note the “UP” position of the connector.

ViRtu | INSTALLATION INSTRUCTIONS
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On site RJ11 wire instructions

Voice grade Snap-In Connector Installation Instructions

SaFEtY iNFORmatiON
1. Never install communications wiring or components during a lightning storm.
2. Never install communications components in wet locations unless the components are designed specifically for use in wet locations.
3. Never touch uninsulated wires or terminals unless the wiring has been disconnected at the network interface.
4. Use caution when installing or modifying communications wiring or components.
5. To prevent electrical shock, each opening must be filled with a module or blank filler.

imPORtaNt iNStRuCtiONS
1. Read and understand all instructions.
2. Follow all warnings and instructions marked on the product.
3. Do not use this product near water—e.g., near a tub, wash bowl, kitchen sink or laundry tub, in a wet basement, or near a swimming pool.
4. Never push objects of any kind into this product through cabinet slots, as they may touch dangerous voltages.

SaVE thESE iNStRuCtiONS
1. Remove connector from Connexus interface panel by inserting a small flat screw into top of connector/ faceplate and twist slightly. 

Connector should pop out.
2. Remove jacket from cable.
3. Check jack termination label (located on sides of jack) for wiring standard and associated color codes. The label also includes jack pin

numbers. (Figure 1)
4. Route the wires for termination as shown in Figure 2.
5. Using a 110 style punch-down tool (not supplied), seat the wires into the IDC slots. With the cutting edge of the tool to the outside, trim
t h e

excess wire flush with the jack body. (Figure 3)
6. Place the cap over the termination wires for secure connection and added strain relief. (Figure 4)
7. Insert connector assembly into Connexus interface. Note the “UP” position of the connector.

ViRtu | INSTALLATION INSTRUCTIONS
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HARDWIRING ON SITE

For hardwiring on-site by electricians, please use the following schematic:

1 Power Supply Cord

2 Strain Relief

3 Fork Terminals

4 Duplex Receptacles

5 Outlets with Circuit Breaker Assembly

6 Handy Box

2
6

1

3

TWO GANG BOX

GREEN
12// AWG

BLACK
WHITE 
GREEN

WHITE DECORA DUPLEX

WIRING DIAGRAM
''12// AWG
BLACK WIRE - BRASS SCREW\
WHITE WIRE - SILVER SCREW
GREEN WIRE - GREEN SCREW

REMOVE 4 PLASTER EARS

4

1

5

GREEN
BLACK

BLACK

WHITE

WHITE

BLACK

WHITE

BOX GROUND

CIRCUIT BREAKER/OUTLETS ASSEMBLY

On site electrical outlet wire schematic
1. Power supply
2. Strain relief
3. Fork terminal
4. Duplex receptacles
5. Outlet with breaker assembly
6. Handy box

On site RCa cable hookup
1. Determine the correct length of cord (RCA cable is not
supplied).
2. Attach appropriate end of cable to the back of Connexus
interface connector.
3. Route cable through appropriate wire management.

On site bNC cable hookup
1. Determine the correct length of cord (BNC cable is not
supplied).
2. Attach appropriate end of cable to the back of Connexus
interface connector.
3. Route cable through appropriate wire management.

On site 15 PiN hd cable hookup
1. Determine the correct length of cord (VGA cable is not 

supplied).
2. Attach appropriate end of cable to the back of Connexus
interface connector. Tighten fasteners if equipped.
3. Route cable through appropriate wire management.

On site db-9 cable hookup
1. Determine the correct length of cord (Serial cable is not
supplied).
2. Attach appropriate end of cable to the back of Connexus
interface connector. Tighten fasteners if equipped.
3. Route cable through appropriate wire management.

On site miNi StEREO wiring hookup
1. Determine the correct length of cord (shielded 2 conductor
cable is not supplied).
2. Remove about 1” of the wire jacket and about 1⁄4” of 
insulation from each wire.
3. Insert wire into terminal block and tighten with a 3/32” flat
screw driver. See Fig. 1.
4. Route cable through appropriate wire management.
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Wire Trough. Used when two or more
connexus boxes are installed and with
all bases. Trough may need to be cut.

Velcro wire management strap.
Used with 6232 & 6238 bases.

Example of wire management routing for table with 6230 bases
using wire trough. Similar routing will work for tables 6234 and
6237 bases.
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Example of wire management routing for tables with 6232 bases
using both the wire trough and Velcro straps.

Example of wire management routing for Open Visio tables using
the wire trough
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millENNium | SUSTAINABILITY & ENVIRONMENTAL / LEED CI CREDIT
SUMMARY

    

LEED CI - Credit Summary

MILLENNIUM CONFERENCE

 
     

  
  
  

   
    
  

    
   

                    

                     

        

  
   

 
   

    

    

 

 
     

  
  
  

   
    
  

    
   

                    

                     

        

  
   

 
   

    

    

 

CONTRIBUTES TO
CREDIT 2.1 - 2.2 Construction Waste Management 1-2 point(s)
CREDIT 3.3 Resource Reuse 1 point
CREDIT 4.1 Recycled Content 1 point
CREDIT 4.2 Recycled Content 1 point
CREDIT 4.5 Low Emitting Materials, (MUST BE REQUESTED)

Systems Furniture & Seating 1 point
CREDIT 5.1 Regional Materials* 1 point
CREDIT 6 Rapidly Renewable Materials (MUST BE REQUESTED) 1 point
CREDIT 7 Certified Wood (MUST BE REQUESTED) 1 point

* This credit is only applicable if in total 20% of the combined value of the procurement of construction materials 

and in the furniture are manufactured within a radius of 500 miles. This credit will apply if the installation of the 

finished product occurs within 500 miles of Kitchener, Ontario.

5% Metal & Glass

2% Other

93% Wood

MATERIAL CONTENT: PRE-CONSUMER 
RECYCLED CONTENT = 74%

POST-CONSUMER 
RECYCLE CONTENT = 2.5%
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WOOD | FINISHES 

WOOd FiNiShES
Standard wood finishes are: 

SPECIES FINISH 

OaK Light Oak
Harvest Oak
Mahogany on Oak
Medium Cherry on Oak
Mellow Oak
Walnut on Oak
Espresso Oak

maPlE Clear Maple
Honey Maple 
Wheat Maple

WalNut Natural Walnut
Regular Walnut 
Dark Walnut 

ChERRY Appalachian Cherry
Imperial Cherry
Medium Cherry
Natural Cherry
Standard Cherry
American Cherry
Sable Cherry
Light Cherry

PalEttE FiNiShES Black
White
Sand
Soft Green
Steel Blue
Slate

Natural Characteristics of Wood
Wood is a natural product with inherent color variations that will never be fully mitigated
by the finishing process. Please anticipate variation in colors within a single unit, from
piece to piece, and from Krug wood finish samples. If a very close match is required,
a sample must be provided with the order and an upcharge will apply. Exact color
matches are not possible.

Custom Wood Finishes
Add 10% list to your order for special finishes, minimum upcharge is $500 list per finish
per order. (For example, on all orders up to $5000 list, an upcharge of $500 will apply,
on orders $5000 and up add 10% list to your order.)

For orders with special finishes, a sample that is a minimum 3” by 3” must be received
with the order. Special finishes may add additional lead time to production schedules.

Since wood is a natural product, some variations in grain, color and stain acceptance
will occur. In our finishing processes, we try to minimize variations, but some variation
between samples and finished goods should be anticipated.

birdseye maple
Bookmatched  Birdseye Maple veneer is available on Millennium and Nexus at an 
upcharge of $58 list per square foot. Specify clearly on order. Birdseye Maple is 
recommended in a clear finish only. Birdseye Maple only applies to tops.

dual Finishes
Add 10% list per item if specifying dual finish.
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In-Stock Laminates
Krug’s in-stock laminates are available in 15 laminate selections. There are 7 wood grain laminates, 4 solid color laminates in a selection of
popular shades and 4 Exotic laminates offering a distinguished appearance. Exotic laminates are subject to minimum order quantities and
extended lead times. Polymer edges will automatically match the laminate selected. 

IN-STOCk LAMINATES

wood Grain Laminate
Name & Number Supplier           Polymer Edge Names
Corretto Cherry HP-288-N Pionite           Corretto Cherry
Mocha Cherry HP-341-N Pionite          Mocha Cherry
Monticello Maple 7925 Wilsonart           Monticello Maple
Nightfall WX421-N Pionite           Nightfall
Samba Cherry T460 Arborite           Samba Cherry
Shiraz Cherry T472 Arborite           Shiraz Cherry
Sugarloaf Maple  T630 Arborite           Sugarloaf Maple 

Solid Laminate           
Name & Number Supplier           Polymer Edge Names
Almond T445   Pionite           Almond
Black T203      Arborite           Black 
Shadows T201 Arborite           Shadows
White D354-60 Wilsonart           White

Exotic Laminate           
Name & Number Supplier           Polymer Edge Names
Backwoods Sycamore  HP689-N Pionite           Backwoods Sycamore
Edgewood Sycamore HP690-N Pionite           Edgewood Sycamore
Gunstock Walnut  WW971-N Pionite           Gunstock Walnut
Thunderstorm HP359-N Pionite           Thunderstorm

NON-STOCkEd PLASTIC LAMINATES
For specific lead time and application questions, please contact Krug Customer Service for your requirement. Upcharges will be applicable
for non-stocked laminates, depending on their cost. Non-stock laminates may require  minimum order quantities, please check with customer
service.  Stocked Polymer edges can be specified for use with non-stocked laminates. 
The following non-stock plastic laminates are acceptable for application on Krug products as they feature a matte finish:

Nevamar         All plastic laminates with ‘‘T’’ in the suffix (i.e., MR2002T)
Wilsonart         All plastic laminates with ‘‘60’’ in the suffix (i.e., 4779-60)
Arborite           All plastic laminates with ‘‘CA’’ in the suffix (i.e., 1531-CA)
Pionite             All plastic laminates with ‘‘Suede’’ in the name (i.e., WW561 Suede)
Formica           All plastic laminates with ‘‘58’’ in the suffix (i.e., 756-58)

Arborite Laminates 1.800.996.0366 Formica Laminates 1.800.367.6422
Wilsonart Laminates 1.800.433.3222 Nevamar Laminates 1.800.638.4380
Pionite Laminates 1.800.746.6483

Additional plastic laminate codes may be acceptable for use on Krug furniture, however, they may be subject to an additional upcharge or
extended lead time. High sheen plastic laminates are not acceptable for application on Krug furniture due to their inherent nature of scratching
and marring during the  production process.

LAMINATES
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SPECIAL PRICING GUIDELINES AND PRICING METHODS

CONFERENCE
Custom sizing and additional customization is available on Krug Conference product.
For more information or to obtain quotations, please contact Krug Customer Service.

Other Customization Pricing Methods for Conference

One side square add $172.

Connexus box in black: $287 upcharge to standard Connexus price.

OthER PRiCiNg mEthOdS

6800 & 9800 - any case where tops are

Flush left/right or both add: $87

9800 storage units-flush $144

6800 glass tops on buffets add: $1721 for 60”, 72”, & 84” cases

Grommets in non-standard positions $260

Microphones $288

EXCEPtiONS tO thE PRiCiNg mEthOdS abOVE

Sizes larger than largest shown in Price List.

Non-standard extension on drawer slides.

Non-standard drawer depths in standard depth pedestals.

Glass door – any style.

Curvilinear tops with non-standard radius.

A/V cabinets.

Any case with flipper doors.

Lecterns.

Conference tables with non-standard bases, power boxes or positions.

6200 conference tables – non-standard sizes.

Please contact Krug Customer Service at 1.888.578.KRUG if you require assistance.

PLEASE NOTE: Cases with non-standard features do not apply to the rules above.
Contact Krug Customer Service if you require assistance.
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Edge Profiles

Millennium conference product is available in Oak, Maple, Walnut and Cherry with a 32° sheen and seven distinctive edge details. Millennium
conference product edge profiles match those of Millennium casegoods. Please specify an edge profile for all Millennium conference tops,
and bases where indicated.

Seville Madrid zamora
- contrasting crisp and - ribbon fluted edge - bull nose edge
rounded sculpted edge

Valen Barcelona Williamsburg
- transitional beveled edge - half round edge - traditional edge

Torrens
- softened square edge

drawer Pulls

Pulls are available in Satin Nickel, Matte Black, Polished Chrome, Black Chrome, and Brushed Brass. Pull color must be mentioned clearly
on the purchase order. Pulls are located on all drawer fronts, storage wood doors, and bookcase wood doors. Glass door bookcases feature
the Luna knob in the same finish as pulls on the order. Glass door hutches and wood door hutches do not have pulls. If a pull style and finish
is not provided, the Eclipse pull in Black Chrome will be applied to the product. A Williamsburg pull in polished brass finish is standard on all
products specified with the Williamsburg edge detail.

millENNium | FEATURES & OPTIONS

Luna Oyster Eclipse Cresent Williamsburg

bases
All bases are shipped separately and require assembly to selected top. Refer to the base requirements chart on pages 313-314 to select the
appropriate bases and sizes for conference tops. Round drums and rectangular conference bases require an edge profile to be specified,
please select from the drawings shown in the previous section. Metal bases are available in a choice of chrome or black powder coat epoxy.

Finish
A five step catalyzed varnish finish that when dry has a sheen value of 32°, is applied to all cases.

Custom conference tables
Krug has extensive capabilities for customization of conference tables, including special sizes, finishes, veneers, and special features such
as ganging or mobility options. Please contact Customer Service with specific requirements and a drawing for more information.

Seating capabilities
To establish seating capabilities, an outside chair dimension of 24” has been used for this price list, plus an allowance of 5” between chairs,
for a total of 29”. This is an approximation only. When using another chair, particularly seating with a 5 prong caster base, be sure to adjust
the approximate seating capacity accordingly. Since not all manufacturers use this same formula, when a seating capacity is in question,
please contact Krug Customer Service to review the specific seating that is being used with Krug Conference product.

birdseye maple
Birdseye Maple veneer is available on 6800 Millennium conference tops at an upcharge of $60 list per square foot. Birdseye Maple is 
recommended in a clear finish only. This option could extend regular lead times.

laminate Worksurfaces
Laminate worksurfaces are available at an upcharge of 10% (a higher upcharge may apply to specially priced plastic laminates). Where there
are wood profile edges on worksurface tops, they will remain as wood profiles on laminate tops. Krug will order and procure laminates. 
Purchase orders with a plastic laminate option must include:

Manufacturer’s Name
Laminate Name
Laminate Number

Krug reserves the right to decline a laminate that may not be suitable for the application. Krug assumes no responsibility for the durability,
consistent coloration or any other performance characteristic of a customer specified laminate. Laminates may extend the normal lead-time,
check with Customer Service for current scheduling information. Please see page 304 for laminate information.
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6801-36-36 4 1 52 3
6801-42-42 4 1 58 4
6801-48-36 4 1 65 3
6801-48-42 4 1 72 4
6801-48-48 4 1 84 4
6801-60-30 6 1 68 4
6801-60-36 6 1 78 4
6801-60-60 6 1 132 6
6801-72-36 6 1 100 5
6801-84-42 8 2 140 7
6801-96-42 8 2 180 8
6801-96-48 8 2 200 9
6801-120-48 10 3 240 11
6801-120-54 10 3 265 12
6801-144-54 12 3 310 14
6801-168-54 12 4 355 16
6801-192-54 12 4 400 18
6801-216-60 14 5 490 23
6801-240-60 16 5 560 25
6801-264-60 16 6 630 28
6801-288-60 18 6 700 30

6802-72-36 6 1 100 5
6802-84-42 8 2 140 7
6802-96-42 8 2 160 8
6802-96-48 8 2 185 9
6802-120-48 10 3 225 11
6802-120-54 10 3 255 14
6802-144-54 12 3 300 16
6802-168-54 12 4 345 16
6802-192-54 12 4 390 18
6802-216-60 14 5 480 23
6802-240-60 16 5 550 25
6802-264-60 16 6 620 28
6802-288-60 18 6 690 30

All Millennium Conference products are available on the Krug Express Program with a size limitation of up to
and including 168” tables only.

millENNium | TOPS

Millennium square and
rectangular tops 

   

 

   

 

   

   

   

   

   

   
 

   

 
 

   

 
 

   
      

   

   

   

   

   
 

   

 
 

   

 
 

  

Cherry
Maple Approx. Shipping

Description Model Oak Walnut Seating Sections Weight Cubes

Millennium racetrack
tops

ORdERiNg PROCEduRE

To order, please specify the following:

1) Krug product model number
2) Wood species and finish
3) Wood edge detail - S, V, T, M, B, z or W

see page 308

See page 3 for KrugExpress program.

StaNdaRd FiNiShES
For a complete list of standard finishes please
see page 305.

baSE REQuiREmENtS
See pages 313-314 for the base requirements
chart.

CONNEXuS™
See pages 316-320 for information on
Connexus™ power management.

   

 

   

 

   

   

   

   

   

   
 

   

 
 

   

 
 

   
      

   

   

   

   

   
 

   

 
 

   

 
 

  

1420 1571
1560 1758
1581 1803
1674 1927
1764 1984
1855 2085
1894 2129
2851 3052
2063 2322
2650 2985
2864 3269
3074 3554
3795 4293
4201 4660
4781 5341
5724 6417
6392 7002
7554 8015
8387 8906
8766 9792
9883 10692

2572 2894
2851 3089
3130 3285
3336 3548
4141 4547
4513 4874
4979 5449
5980 6550
6523 7143
7708 8439
8560 9373
9417 10311
10082 11039
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6804-96-48-42 8 2 185 8
6804-120-48-42 10 2 255 10
6804-144-48-42 12 2 300 12
6804-168-48-42 12 3 345 12
6804-192-54-48 12 4 390 18
6804-216-54-48 14 5 480 23
6804-240-54-48 16 5 550 25
6804-264-60-48 16 6 620 28
6804-288-60-48 18 6 690 30

6806-72-36 6 1 100 5
6806-84-42 8 2 140 7
6806-96-42 8 2 160 8
6806-96-48 8 2 185 9
6806-120-48 10 3 225 11
6806-120-54 10 3 255 14
6806-144-54 12 3 300 16
6806-168-54 12 4 345 16
6806-192-54 12 4 390 18
6806-216-60 14 5 480 23
6806-240-60 16 5 550 25
6806-264-60 16 6 620 28
6806-288-60 18 6 690 30

6805-36 dia. 3 1 48 3
6805-42 dia. 4 1 54 4
6805-48 dia. 5 1 74 4
6805-54 dia. 6 1 100 6
6805-60 dia. 7 1 134 6

All Millennium Conference products are available on the Krug Express Program with a size limitation of up to
and including 168” tables only.

millENNium | TOPS
Cherry
Maple Approx. Shipping

Description Model Oak Walnut Seating Sections Weight Cubes

Millennium boat
shaped tops 

Millennium arc ended
tops 

Millennium round tops 

dimENSiON KEY
L — length
W — width
H — height

Model numbers represent nominal dimensions
only. Contact Customer Service if dimensions
are critical.

See page 3 for KrugExpress program.

StaNdaRd FiNiShES
For a complete list of standard finishes please
see page 308.

WiRE aCCESS dOORS
Please specify wire access doors on bases
when ordering tops in conjunction with wiring
grommets.

   

 

   

 

   

   

   

   

   

   
 

   

 
 

   

 
 

   
      

   

   

   

   

   
 

   

 
 

   

 
 

  

   

 

   

 

   

   

   

   

   

   
 

   

 
 

   

 
 

   
      

   

   

   

   

   
 

   

 
 

   

 
 

  
   

 

   

 

   

   

   

   

   

   
 

   

 
 

   

 
 

   
      

   

   

   

   

   
 

   

 
 

   

 
 

  

3500 3729
4738 5119
5226 5724
6281 6879
6849 7501
8092 8859
8988 9840
9889 10828
10586 11593

2572 2894
2851 3089
2874 3285
3336 3548
4141 4547
4513 4874
4979 5449
5980 6550
6523 7143
7708 8439
8560 9373
9417 10311
10082 11039

1366 1569
1525 1839
1723 2000
2617 2652
2937 3306
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6808-16 4 Dia. – 16 6 2
6808-29 4 Dia. – 29 11 2

6810-18D-29 18 Dia. – 29 97 7
6810-24D-29 24 Dia. – 29 115 14
6810-30D-29 30 Dia. – 29 135 20

Please select a Millennium edge detail for this item.
Wire management cavity for this base is:
6810-18D-29 – 18” diameter by 16” in height
6810-24D-29 – 24” diameter by 16” in height
6810-30D-29 – 30” diameter by 16” in height

6809-18-9-29 18 Dia. 9 29 68 4
6809-24-12-29 24 Dia. 12 29 89 8
6809-30-15-29 30 Dia. 15 29 110 12

Please select a Millennium edge detail for this item.
Wire management cavity for this base is:

6809-18-9-29 – 1/2 of 18” diameter by 13 1/4” in height
6809-24-12-29 – 1/2 of 24” diameter by 17 1/4” in height
6809-30-15-29 – 1/2 of 30” diameter by 17 1/4” in height

ORdERiNg PROCEduRE

To order, please specify the following:

1) Krug product model number
2) Wood species and finish
3) Wood edge detail - S, V, T, M, B, z or W

see page 306

See page 3 for KrugExpress program.

StaNdaRd FiNiShES
For a complete list of standard finishes please
see page 305.

baSE REQuiREmENtS
See pages 313-314 for the base requirements
chart.

POWER bOXES
See page 315 for information on conferencing
power boxes.

Cherry
Maple Shipping

Description Model Oak Walnut L W H Weight Cubes

Round wood leg 

Round wood drum
Millennium edge detail

Half round wood drum
Millennium edge detail 

millENNium | BASES

447 494
466 514

795 884
827 900
1151 1177

602 711
635 857
836 935
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dimENSiON KEY
L — length
W — width
H — height

Model numbers represent nominal dimensions
only. Contact Customer Service if dimensions
are critical.

See page 3 for KrugExpress program.

StaNdaRd FiNiShES
For a complete list of standard finishes please
see page 305.

WiRE aCCESS dOORS
Please specify wire access doors on bases
when ordering tops in conjunction with wiring
grommets.

6816-24-6-29 24 6 29 25 4
6816-30-6-29 30 6 29 35 6

Wire management cavity for this base is:
6816-24-6-29 – 24” elliptical shape width by 25” in height
6816-30-6-29 – 30” elliptical shape width by 25” in height

6815-28-6-29 28 6 29 30 4
6815-34-6-29 34 6 29 50 6

Wire management cavity for this base is:
6815-28-6-29 – 28” x 6” rectangular by 25” in height
6815-28-6-29 – 34” x 6” rectangular by 25” in height

5756-28 28 28 28 31 13
5756-36 36 36 28 41 21

5757-24 24 3 28 27 2
5757-36 36 3 28 37 2

Cherry
Maple Shipping

Description Model Oak Walnut L W H Weight Cubes

Elliptical wood panel 

Wood panel 

 
 
 

 
 

 
 

 
 

 
 

 
 

 
 

 
 

Shipping
Description Model Chrome Black L W H Weight Cubes

 
 
 

 
 

 
 

 
 

 
 

 
 

 
 

 
 

Metal base 

 
 
 

 
 

 
 

 
 

 
 

 
 

 
 

 
 

Metal base 
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826 925
883 993

715 800
764 858

854 727
941 784

484 398
558 458
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Top Size Quantity Quantity Size Quantity Size Quantity Size
36 diameter 4 1 18
36 - 36 4 1 18
42 diameter 4 1 18
42 - 42 4 1 18
48 - 36 4 1 18
48 - 42 4 1 18
48 diameter 4 1 18
48 - 48 4 1 18
54 diameter 4 1 24
54 - 54 4 1 24
60 - 30 4 2 18 2 18
60 - 36 4 2 18 2 18 2 24
60 diameter 4 1 30
60 - 60 4 1 30
72 - 36 4 2 18 2 18 2 24
84 - 42 5 2 18 2 18 2 24
96 - 42 5 2 18 2 18 2 24
96 - 48 5 2 18 2 18 2 24
96-48-42 5 2 18 2 18 2 24
120 - 48 6 2** 18 2 18 3 24
120-48-42 2 18 3 24
120 - 54 6 2* 24 2 24 3 30
144 - 54 6 2* 24 2 24 3 30
144-48-42 2** 18 3 18 3 24
168 - 54 8 2* 24 3 24 4 30
168-48-42 3 18 3 24
192 - 54 8 2* 24 3 24 4 30
192-54-48 2 18 2 24

1 24 2 30
216-54-48 2 18 2 24

1 24 3 30
216 - 60 10 3 30 5 30
240-54-48 2 18 2 24

2 24 3 30
240 - 60 10 4 30 5 30
264 - 60 12 4 30 6 30
264-60-48 2 18 2 24

2 30 4 30
288 - 60 12 4 30 6 30
288-60-48 2 18 2 24

2 30 4 30

*Add an additional 24” diameter drum base for center-support.
**Add an additional 18” diameter drum base for center-support.

millENNium | BASE REQUIREMENTS CHART

Round Wood Leg
6808

Half round drum base
6809

Round drum base
6810

Elliptical wood panel
6810
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Top Size Quantity Size Quantity Size Quantity Size
36 diameter 1 28
36 - 36 1 28
42 diameter 1 28
42 - 42 1 28
48 - 36 1 28
48 - 42 1 28
48 diameter 1 36
48 - 48 1 36
54 diameter 1 36
54 - 54 1 36
60 - 30 2 24
60 - 36 2 28 2 28 2 24
60 diameter 1 36
72 - 36 2 28 2 28 2 24
84 - 42 2 28 2 28 2 24
96 - 42 2 28 2 28 2 24
96 - 48 2 28 2 28 2 24
96-48-42 2 28 2 24
120 - 48 3 28 3 36 3 36
120-48-42 3 28 3 36
120 - 54 3 34 3 36 3 36
144 - 54 3 34 3 36 3 36
144-48-42 3 28 3 36
168 - 54 4 34 4 36 4 36
168-48-42 3 28
192 - 54 4 34
192-54-48 2 28

2 34
216-54-48 2 28

3 34
216 - 60 5 34
240-54-48 2 28

3 34
240 - 60 5 34
264 - 60 6 34
264-60-48 2 28

4 34
288 - 60 6 34
288-60-48 2 28

4 34

Wood Panel
6815

Metal base
5756

Metal base
5757
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millENNium & StRatFORd POWER BOX UPCHARGES

This chart applies to Millennium & Stratford square/rectangular,
racetrack, arc ended and round tops:

Single / Multi Standard Upcharge
Section Tops Top Sizes per table

36 diameter 671
68PB 36-36 

42 diameter
42-42
48-36
48-42
48 diameter
48-48

54 diameter 1342
54-54
60 diameter
60-60

60-30 1342 
60-36
72-36

84-42 1342 
96-42
96-48

120-48 1342

120 - 54 2818
*144 - 54

*168 - 54 2818 
*192 - 54

216 - 60 4291

240 - 60 5766 
288 - 60

This chart applies to Millennium & Stratford boat shaped tops:
racetrack, arc ended and round tops:

Single / Multi Standard Upcharge
Section Tops Top Sizes per table

96-48-42 1342
144-48-42

144-48-42 1342

120-48-42 2011

168-48-42 1342
192-54-48

216 - 54 - 48 2818

240 - 54 - 48 4291

264-60-48 4291
288-60-48

* Stratford Conference tops only, feature single power box configuration.

Note: When specified with power boxes, standard tops sizes must be ordered in configurations shown above.
Upcharges shown are list prices.

Indicate 18” round and square drum bases Indicate 24” and 30” round and square bases
with one power box facing ends of top. with twin power box facing sides of top.
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millENNium | CONNEXUS™ LOCATIONS CHARTS

TOP STYLES BASE STYLES

The Connexus™ Locations diagrams below show the available Connexus™ locations for only the top and base configurations shown above.
Please note that the maximum allowable Connexus™ modules per top are shown, and tops may be specified with fewer modules. Each
Connexus™ module has a code to represent its location on the table surface. To specify a Connexus™ module in a particular location, please
use the code listed above it. For specific pricing on individual Connexus™ modules please see pages 223-225.
Note: One Connexus™ module is available where two modules are shown. Please refer to location code above the drawing for single center
location in which case the Connexus™ unit will face West if on the left end of the top, and East if on the right end of the top.
For large Connexus™ units please replace “3” in location code with “4”. Please see conditions at bottom of page.

18” Drum bases will accommodate single standard Connexus™ units only.
24” Drum bases will accommodate single standard or large Connexus™ units only.
30” Drum bases will accommodate single or double standard or large Connexus™ units.

   

Square Round

 

                  

                   

                      

                    

N                    

                             

                 

         

         

           

           

          

      
 

 
 

 
 

 
 

 
 

 
 

 
 

 
 

 
 

   

Round Drum
Base

                  

                   

                      

                    

N                    

                             

                 

         

         

           

           

          

      
 

 
 

 
 

 
 

 
 

 
 

 
 

 
 

 
 

   

 

                  

                   

                      

                    

N                    

                             

                 

         

         

           

           

          

ACN3 ACN3

      

 
 

 
 

 
 

 
 

 
 

 
 

 
 

 
 

 

   

 

                  

                   

                      

                    

N                    

                             

                 

         

         

           

           

          

      

ACN3 ACN3

ATN3 ATN3

ABS3 ABS3

 
 

 
 

 
 

 
 

 
 

 
 

 
 

 
 

 

Represents 42” and 48” top locations Represents 42”, 48” and 54” top locations

Represents 60” top locations Represents 60” top locations

   

REPRESENTS MODULES THAT WHEN
OPENED FACE THE ENDS OF THE TABLE

REPRESENTS MODULES THAT WHEN
OPENED FACE THE SIDES OF THE TABLE

T

 

                  

                   

                      

                    

N                    

                             

                 

         

         

           

           

          

      

 
 

 
 

 
 

 
 

 
 

 
 

 
 

 
 

 



CONFERENCE | CANADA |  315

TOP STYLES BASE STYLES

The Connexus™ Locations diagrams below show the available Connexus™ locations for only the top and base configurations shown above.
Please note that the maximum allowable Connexus™ modules per top are shown, and tops may be specified with fewer modules. Each
Connexus™ module has a code to represent its location on the table surface. To specify a Connexus™ module in a particular location, please
use the code listed above it. For specific pricing on individual Connexus™ modules please see pages 223-225.
Note: One Connexus™ module is available where two modules are shown. Please refer to location code above the drawing for single center
location in which case the Connexus™ unit will face West if on the left end of the top, and East if on the right end of the top.
For large Connexus™ units please replace “3” in location code with “4”. Please see conditions at bottom of page.

18” Drum bases will accommodate single standard Connexus™ units only.
24” Drum bases will accommodate single standard or large Connexus™ units only.
30” Drum bases will accommodate single or double standard or large Connexus™ units.
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REPRESENTS MODULES THAT WHEN
OPENED FACE THE ENDS OF THE TABLE
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TOP STYLES BASE STYLES

The Connexus™ Locations diagrams below show the available Connexus™ locations for only the top and base configurations shown above.
Please note that the maximum allowable Connexus™ modules per top are shown, and tops may be specified with fewer modules. Each
Connexus™ module has a code to represent its location on the table surface. To specify a Connexus™ module in a particular location, please
use the code listed above it. For specific pricing on individual Connexus™ modules please see pages 223-225.
Note: One Connexus™ module is available where two modules are shown. Please refer to location code above the drawing for single
center location in which case the Connexus™ unit will face West if on the left end of the top, and East if on the right end of the top.
For large Connexus™ units please replace “3” in location code with “4”. Please see conditions at bottom of page.

18” Drum bases will accommodate single standard Connexus™ units only.
24” Drum bases will accommodate single standard or large Connexus™ units only.
30” Drum bases will accommodate single or double standard or large Connexus™ units.
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millENNium | CONNEXUS™ LOCATIONS CHARTS
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TOP STYLES BASE STYLES

The Connexus™ Locations diagrams below show the available Connexus™ locations for only the top and base configurations shown above.
Please note that the maximum allowable Connexus™ modules per top are shown, and tops may be specified with fewer modules.
Each Connexus™ module has a code to represent its location on the table surface. To specify a Connexus™ module in a particular location,
please use the code listed above it. For specific pricing on individual Connexus™ modules please see pages 223-225.
Note: One Connexus™ module is available where two modules are shown. Please refer to location code above the drawing for single
center location in which case the Connexus™ unit will face West if on the left end of the top, and East if on the right end of the top.
For large Connexus™ units please replace “3” in location code with “4”.

   

REPRESENTS MODULES THAT WHEN
OPENED FACE THE ENDS OF THE TABLE

REPRESENTS MODULES THAT WHEN
OPENED FACE THE SIDES OF THE TABLE

T

 

                  

                   

               To specify a Connexus™ module in a particular

l                     

N                    

                             

                 

         

         

           

           

          

      

 
 

 
 

 
 

 
 

 
 

 
 

 
 

 
 

 

   

                 

                     

                      

                    

                   

                             

           

 

 
72”

84”
&

96”

120”
&

144”

240”

288”

264”

168”
&

192”

APW3 FPE3CPW3 DPE3BPW3 EPE3APW3 DPE3BPW3 CPE3

APW3 FPE3CPW3 DPE3BPW3 EPE3

APW3 BPE3

ACW3

APW3 BPW3 BQE3 CPE3

216”
APW3 EPE3BPW3 CQE3CPW3 DPE3

APW3 EPE3BPW3 CQE3CPW3 DPE3

 

 
 
 

 
 

 
 

 
 

 
 

 
 

 
 

 
 



318 | CANADA | CONFERENCE

   

                  

                   

                       

                   

                   

                             

                 

Boat

 

         

           

           

 
 
 

 
 

 
 

 
 

 
 

 
 

 
 

 
 

   

                  

                   

                       

                   

                   

                             

          

Wood Panel

T

Elliptical
Wood Panel

 
 
 

 
 

 
 

 
 

 
 

 
 

 
 

 
 

   

                  

                   

                       

                   

                   

                             

          

 
 

96”

120”
&

144”

192”

168”

216”
&

240”

264”
&

288”

APW3 BPW3 CPE3

APW3 DPE3BPW3 CPW3

APW3 EPE3BPW3 DPE3CPW3

EPE3

DPE3

APW3 BPE3

APW3 BPE3

CQE3

FPE3

AQW3 BQE3

APW3 BQE3BPW3 CPE3

 
 
 

 
 

 
 

 
 

 
 

 
 

 
 

 
 

TOP STYLES BASE STYLES

The Connexus™ Locations diagrams below show the available Connexus™ locations for only the top and base configurations shown above.
Please note that the maximum allowable Connexus™ modules per top are shown, and tops may be specified with fewer modules.
Each Connexus™ module has a code to represent its location on the table surface. To specify a Connexus™ module in a particular location,
please use the code listed above it. For specific pricing on individual Connexus™ modules please see pages 223-225.
Note: One Connexus™ module is available where two modules are shown. Please refer to location code above the drawing for single
center location in which case the Connexus™ unit will face West if on the left end of the top, and East if on the right end of the top.
For large Connexus™ units please replace “3” in location code with “4”.
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68VB-3632 36.25 5.25 32 89 4
68VB-4832 48 5.25 32 105 6
68VB-4848 48 5.25 48 143 9

Includes an upholstered tackboard or optional cork surface. Please specify a tackboard fabric when ordering.
Visual boards also include a flip chart and four dry erase markers.
An optional pull down screen is also available at $201 list.

68LN-272348 27.25 23 48.5 194 21

Includes one open shelf and one closed shelf, an electrical plug-in and four casters.
An adjustable reading light is also available at an upcharge of $189 list.
Please select hardware pull and finish.

68LN-272320 27.2 22.8 19.6 30 7

68BU-712036 71 20.25 36 380  55

Includes one cutlery tray in drawer and an adjustable shelf in each of the three storage compartments.
Please select hardware pull and finish.

millENNium | MEDIA

Visual boards

Cherry
Maple Shipping

Description Model Oak Walnut L w H Weight Cubes

Full height lectern 

Table top lectern 

Buffet 

ORdERiNg PROCEduRE

To order, please specify the following:

1) Krug product model number
2) Wood species and finish
3) Wood edge detail - S, V, T, M, B, z or W

see page 308
4) Pull style and finish, see page 306

See page 3 for KrugExpress program.

StaNdaRd FiNiShES
For a complete list of standard finishes please
see page 305.

baSE REQuiREmENtS
See pages 313-314 for the base requirements
chart.

 
 
 

 
 

 
 

 
 

 
 

 
 

 
 

 
 

 
 
 

 
 

 
 

 
 

 
 

 
 

 
 

 
 

 
 
 

 
 

 
 

 
 

 
 

 
 

 
 

 
 

 
 
 

 
 

 
 

 
 

 
 

 
 

 
 

 
 

2275 2480
2455 2701
2585 2841

3076 3541

1133 1318

3938 4516
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68TV-362461 36 24.25 61 210 44

Cabinet has pocket doors on top and hinged doors on bottom.
Includes a pull-out swivel T.V. shelf, a VCR shelf, grommets for wire management and air vents in back
panel.

68PS-362436 36.25 24.25 36 145 20

Interior shelf is adjustable. Cart comes with a 2” grommet in back center located 8 1/2” below the top.

68AV-362468-01 36 24.25 68.25 220 40
68AV-422468-01 42 24.25 68.25 240 46

Includes pull-out VCR shelf, pull-out swivel T.V. shelf, tape drawer, and grommet in back panel.
Casters are optional at a $130 list upcharge.

The T.V. cavity in the 36” wide unit measures 28”W, 27.5”H, 20”D.
The T.V. cavity in the 42” wide unit measures 34”W, 27.5”H, 20”D.

68AV-362468-02 36 24.25 68.25 220 40
68AV-422468-02 42 24.25 68.25 240 46

Includes VCR shelf, pull-out swivel T.V. shelf and grommet in back panel.
Casters are optional at a $130 list upcharge.

The T.V. cavity in the 36” wide unit measures 28”W, 25.75”H, 21.75”D.
The T.V. cavity in the 42” wide unit measures 34”W, 25.75”H, 21.75”D.

68AV-362468-04 36 24.25 68.25 240 40
68AV-422468-04 42 24.25 68.25 260 46

Includes VCR shelf, pull-out swivel T.V. shelf and grommet in back panel.
Casters are optional at a $130 list upcharge.

The T.V. cavity in the 36” wide unit measures 28”W, 25”H, 21.75”D.
The T.V. cavity in the 42” wide unit measures 34”W, 25”H, 21.75”D.

Cherry
Maple Shipping

Description Model Oak Walnut L W H Weight Cubes

Audio visual mobile cabinet

Mobile cart

Audio visual full height
pocket doors 

Audio visual upper pocket
doors lower hinged doors 

 
 
 

 
 

 
 

 
 

 
 

 
 

 
 

 
 

 
 
 

 
 

 
 

 
 

 
 

 
 

 
 

 
 

 
 
 

 
 

 
 

 
 

 
 

 
 

 
 

 
 

 
 
 

 
 

 
 

 
 

 
 

 
 

 
 

 
 

Audio visual upper pocket
doors 2 lateral file lower 

 
 
 

 
 

 
 

 
 

 
 

 
 

 
 

 
 

dimENSiON KEY
L — length
W — width
H — height

Model numbers represent nominal dimensions
only. Contact Customer Service if dimensions
are critical.

See page 3 for KrugExpress program.

StaNdaRd FiNiShES
For a complete list of standard finishes please
see page 305.
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4132 4744

2551 2808

4927 5455
5291 5801

4692 5233
5010 5554

5328 5900
5679 6223



CONFERENCE | CANADA |  321

StRatFORd | TABLE OF CONTENTS

PRICE LIST & SPECIFICATION GuIdE

324 LEED Credit Summary, 

Substantiality & Environmental

325 Wood Finishes, Features & Options

326 Tops

327 Bases

329 Base Requirements Chart

329 Media & Power Management

330 Connexus Location Charts



322 | CANADA | CONFERENCE

StRatFORd | SUSTAINABILITY & ENVIRONMENTAL / LEED CI CREDIT
SUMMARY

    

LEED CI - Credit Summary

STRATFORD CONFERENCE

 
     

  
  
  

   
     

  
    
   

                    
                     

        

  
   

 
   

    

    

 

 
     

  
  
  

   
     

  
    
   

                    
                     

        

  
   

 
   

    

    

 

CONTRIBUTES TO
CREDIT 2.1 - 2.2 Construction Waste Management 1-2 point(s)
CREDIT 3.3 Resource Reuse 1 point
CREDIT 4.1 Recycled Content 1 point
CREDIT 4.2 Recycled Content 1 point
CREDIT 4.5 Low Emitting Materials, (MUST BE REQUESTED)

Composite Wood & Laminate Adhesives 1 point
CREDIT 5.1 Regional Materials* 1 point
CREDIT 6 Rapidly Renewable Materials (MUST BE REQUESTED) 1 point
CREDIT 7 Certified Wood (MUST BE REQUESTED) 1 point

* This credit is only applicable if in total 20% of the combined value of the procurement of construction materials 
and in the furniture are manufactured within a radius of 500 miles. This credit will apply if the installation of the 
finished product occurs within 500 miles of Kitchener, Ontario.

5% Metal & Glass

2% Other

93% Wood

MATERIAL CONTENT: PRE-CONSUMER 
RECYCLED CONTENT = 74%

POST-CONSUMER 
RECYCLE CONTENT = 2.5%
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WOOD | FINISHES 

WOOd FiNiShES
Standard wood finishes are: 

SPECIES FINISH 

maPlE Clear Maple
Honey Maple 
Wheat Maple

ChERRY Appalachian Cherry
Imperial Cherry
Medium Cherry
Natural Cherry
Standard Cherry
American Cherry
Sable Cherry
Light Cherry

Natural Characteristics of Wood
Wood is a natural product with inherent color variations that will never be fully mitigated
by the finishing process. Please anticipate variation in colors within a single unit, from
piece to piece, and from Krug wood finish samples. If a very close match is required,
a sample must be provided with the order and an upcharge will apply. Exact color
matches are not possible.

Custom Wood Finishes
Add 10% list to your order for special finishes, minimum upcharge is $500 list per finish
per order. (For example, on all orders up to $5000 list, an upcharge of $500 will apply,
on orders $5000 and up add 10% list to your order.)

For orders with special finishes, a sample that is a minimum 3” by 3” must be received
with the order. Special finishes may add additional lead time to production schedules.

Since wood is a natural product, some variations in grain, color and stain acceptance
will occur. In our finishing processes, we try to minimize variations, but some variation
between samples and finished goods should be anticipated.

dual Finishes
Add 10% list per item if specifying dual finish.

Stratford
Stratford conference product is available in all standard Cherry and Walnut finishes at a 52° sheen top coat.
The Stratford profile is shown below:

top profile base profile

bases
All bases are shipped separately and require assembly to selected top.
Refer to the base requirement chart on page 328 to select the appropriate bases and sizes for conference tops.

Finish
A five step catalyzed varnish finish that when dry has a sheen value of 52°, is applied to all finished cases.

Seating Capabilities
To establish seating capabilities, an outside chair dimension of 24” has been used for this price list, plus an allowance of 5” between chairs,
for a total of 29”. This is an approximation only. When using another chair, particularly seating with a 5 prong caster base, be sure to adjust
the approximate seating capacity accordingly. Since not all manufacturers use this same formula, when a seating capacity is in question,
please contact Krug Customer Service to review the specific seating that is being used with Krug Conference product.

data and Power Options
Data and power options can be specified on all Millennium and Stratford conference product.
The power pod on page 329 has surface mounted electrical access and data or communication ports for ease of use of powered items on
the conference table top. Standard location for this item is over a base to allow cable management to the floor.
Please specify location on the purchase order or provide a drawing at time of order.

The power box on page 329 features two power outlets, one RJ-11 phone line coupler and one RJ-45 data coupler. Power boxes are finished
in a black sand-tex powder coat, and when closed is lowered to a flush table top position. 
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Stratford boat-shaped
tops 

   

 

   

 

   

   

   

   

   

   
 

   

 
 

   

 
 

   
      

   

   

   

   

   
 

   

 
 

   

 
 

  

9801-36-36 4 1 40 3
9801-42-42 4 1 44 4
9801-48-36 4 1 50 4
9801-48-42 4 1 55 4
9801-48-48 4 1 64 5
9801-60-30 6 1 52 8
9801-60-36 6 1 60 8
9801-72-36 6 1 80 10
9801-84-42 8 2 107 12
9801-96-42 8 2 138 14
9801-96-48 8 2 152 14
9801-120-48 10 3 183 18
9801-120-54 10 3 202 18
9801-144-54 12 3 237 21
9801-168-54 12 4 271 26
9801-192-54 12 4 305 28
9801-216-60 14 5 374 28
9801-240-60 16 5 428 39
9801-264-60 16 6 481 44
9801-288-60 18 6 534 47

9802-96-42 8 2 122 10
9802-96-48 8 2 142 14
9802-120-48 10 3 172 18
9802-120-54 10 3 195 18
9802-144-54 12 3 229 21
9802-168-54 12 4 264 26
9802-192-54 12 4 298 29
9802-216-60 14 5 366 36
9802-240-60 16 5 420 39
9802-264-60 16 6 473 41
9802-288-60 18 6 527 47

All Stratford Conference products are available on the Krug Express Program with a size limitation of up to
and including 168” tables only.

9804-96-48-42 8 2 142 14
9804-120-48-42 10 3 195 18
9804-144-48-42 12 3 229 21
9804-168-48-42 12 3 263 26
9804-192-54-48 12 4 298 29
9804-216-54-48 14 5 366 36
9804-240-54-48 16 5 420 39
9804-264-60-48 16 6 473 41
9804-288-60-48 18 6 527 47

StRatFORd | TOPS

Stratford square and 
rectangular tops 

Cherry Approx. Shipping
Description Model Walnut Seating Sections Weight Cubes

Stratford racetrack tops 

dimENSiON KEY
W — width
D — depth
H — height

Model numbers represent nominal dimensions
only. Contact Customer Service if dimensions
are critical.

See page 3 for KrugExpress program.

StaNdaRd FiNiShES
For a complete list of standard finishes please
see page 325.

baSE REQuiREmENtS
See page 328 for the base requirements chart.

POWER bOXES
See page 329 for information on conferencing
power boxes.
 

   

 

   

 

   

   

   

   

   

   
 

   

 
 

   

 
 

   
      

   

   

   

   

   
 

   

 
 

   

 
 

  

   

 

   

 

   

   

   

   

   

   
 

   

 
 

   

 
 

   
      

   

   

   

   

   
 

   

 
 

   

 
 

  

1481
1655
1698
1817
1870
1963
2007
2189
2815
3081
3349
4043
4392
5031
6047
6598
7552
8391
9229
10076

3096
3344
4286
4593
5134
6173
6736
7951
8832
9717
10402

3515
4823
5395
6484
7069
8351
9274
10203
10925
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ORdERiNg PROCEduRE

To order, please specify the following:

1) Krug product model number
2) Wood species and finish

StaNdaRd FiNiShES
For a complete list of standard finishes please
see page 325.

WiRE aCCESS dOORS
Please specify wire access doors on round
bases when specifying conference product
with power boxes or wiring grommets.

baSE REQuiREmENtS
See page 328 for the base requirements chart.

POWER bOXES
See page 329 for information on conferencing
power boxes.

9805-36D 3 1 42 3
9805-42D 4 1 48 4
9805-48D 5 1 54 5
9805-54D 6 1 74 7
9805-60D 7 1 100 8

All Stratford Conference products are available on the Krug Express Program with a size limitation of up to
and including 168” tables only.

9810-18D-30 18 diameter 29 97 7
9810-24D-30 24 diameter 29 115 14
9810-30D-30 30 diameter 29 180 19
Wire management cavity for this base is:

9810-18D-30 – 18” diameter by 16” in height
9810-24D-30 – 24” diameter by 16” in height
9810-24D-30 – 30” diameter by 16” in height

9818-1818-30 17.75 17.75 29 99 7
9818-2424-30 23.75 23.75 29 117 14

The square drum base has a removable side panel to allow access to the hidden cable management cavity.
Wire management cavity for this base is:
9818-1818-30 – 18” square by 25” in height
9818-2424-30 – 24” square by 25” in height

9815-28-6-30 27.75 5.75 29 30 4
9815-34-6-30 33.75 5.75 29 50 6

The panel base has a removable side panel to allow access to the hidden cable management cavity.
Wire management cavity for this base is:
9815-28-6-30 – 28” x 6” rectangular by 25” in height
9815-34-6-30 – 28” x 6” rectangular by 25” in height

9817 26.5 26.5 29 40 10

48” and 54” diameter tops come standard with a larger pedestal base.

StRatFORd | TOPS AND BASES

Cherry Approx. Shipping
Description Model Walnut Seating Sections Weight Cubes

Stratford round tops 

Round drum base 

Cherry Shipping
Description Model Walnut W D H Weight Cubes

   

 

   

 

   

   

   

   

   

   
 

   

 
 

   

 
 

   
      

   

   

   

   

   
 

   

 
 

   

 
 

  

 
 
 

 
 

 
 

 
 

 
 

 
 

 
 

 
 

Square drum base
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Pedestal base 

 
 
 

 
 

 
 

 
 

 
 

 
 

 
 

 
 

1479
1732
1883
2501
3114

753
767
958

905
920

682
731

747



326 | CANADA | CONFERENCE

Top Size Quantity Size Quantity Size Quantity Size Quantity Size
36 diameter 1 18 1
36 - 36 1 18 1 18
42 diameter 1
42 - 42 1 18 1 18
48 - 36 1 18 1 18
48 - 42 1 18 1 18
48 diameter 1 18 1 18 1
48 - 48 1 18 1 18
54 diameter 1 24 1
60 - 30 2 18 2 18
60 - 36 2 18 2 18
60 diameter 1 30 1
72 - 36 2 18 2 18
84 - 42 2 18 2 18 2 28
96 - 42 2 18 2 18 2 28
96 - 48 2 18 2 18 2 28
96-48-42 2 18 2 18 2 28
120 - 48 2 18 2 18 3 28
120-48-42 2 18 2 18 3 28
120 - 54 2 18 2 18 3 34
144 - 54 2 18 2 18 3 34
144-48-42 3 18 3 18 3 28
168 - 54 3 18 3 18 4 34
168-48-42 3 18 3 18 3 28
192 - 54 3 18 3 18 4 34
192-54-48 3 18 3 18 4 34
216-54-48 2 18 2 18 5 34

1 24 1 24
216 - 60 3 24 3 24 5 34
240-54-48 4 18 4 18 5 34
240 - 60 4 24 4 24 5 34
264 - 60 4 24 4 24 6 34
264-60-48 4 24 4 24 6 34
288 - 60 4 24 4 24 6 34
288-60-48 4 24 4 24 6 34

*Add an additional 24” diameter drum base for center-support.
**Add an additional 18” diameter drum base for center-support.

Round Drum
9810

Square drum 
9818

Panel base
9815

Pedestal panel
9817

StRatFORd | BASE REQUIREMENTS

 
 
 

 
 

 
 

 
 

 
 

 
 

 
 

 
 

 
 
 

 
 

 
 

 
 

 
 

 
 

 
 

 
 

 
 
 

 
 

 
 

 
 

 
 

 
 

 
 

 
 

 
 
 

 
 

 
 

 
 

 
 

 
 

 
 

 
 



CONFERENCE | CANADA |  327

ORdERiNg PROCEduRE

To order, please specify the following:

1) Krug product model number
2) Wood species and finish

98VB-4848 48 48 – 43 10

The visual board includes a standard tackboard in a grade 1 fabric or optional cork surface. Visual boards also
include a flip chart, and four dry erase markers. An optional pull down screen is also available at $201 list.

98AV-362484-02 35.75 23.75 83.5 260 48
98AV-422484-02 41.75 23.75 83.5 280 55

Includes a pull-out swivel T.V. shelf and grommet in the back panel.
The T.V. cavity in the 36” wide unit measures 30”W, 41”H, 21.75”D.
The T.V. cavity in the 42” wide unit measures 36”W, 41”H, 21.75”D.

98BU722036 72.25 19.75 36 380 55
98BU722436 72.25 23.75 36 390 60

Cherry Shipping
Description Model Walnut W D H Weight Cubes

Visual board 

 
 
 

 
 

 
 

 
 

 
 

 
 

 
 

 
 

AV cabinet 
2 hinged, 2 pocket 

StaNdaRd FiNiShES
For a complete list of standard finishes please
see page 325.

WiRE aCCESS dOORS
Please specify wire access doors on round
bases when specifying conference product
with power boxes or wiring grommets.

baSE REQuiREmENtS
See page 328 for the base requirements chart.

POWER bOXES
See pages 329 for information on conferencing
power boxes.
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StRatFORd | POWER MANAGEMENT

68WM-72 72 2.5 1 – –
68WM-4 3.4 1.75 – – –

68PP-1 3.2Dia. 3.5 – – –

Power pod includes two power ports and two communication ports with RJ45 couplers as a standard.
Unit may also be ordered with 4 power ports or with RJ11 couplers.
Please specify at time of order.

Power boxes may be specified for use over round and square drum bases only.
18′′ bases accommodate boxes with ports facing the ends of the table. 24′′ and 30′′ bases house two power
boxes in a back to back configuration with ports facing the sides of the table.

Power boxes include: 2 power outlets
1 RJ-11 phone line coupler
1 RJ-45 data coupler
1 six foot 14/3 power cord

Please see charts (page 330-334) for standard power box locations and their respective upcharges.
For more information on selecting base sizes for tops see base requirements charts on page 326.
To order tops with power boxes, please indicate clearly on purchase order.

 
 
 

 
 

 
 

 
 

 
 

 
 

 
 

 
 

Wire management cover

Shipping
Description Model Price L w H Weight Cubes

Power pod 

Power box 
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TOP STYLES BASE STYLES

The Connexus™ Locations diagrams below show the available Connexus™ locations for only the top and base configurations shown above.
Please note that the maximum allowable Connexus™ modules per top are shown, and tops may be specified with fewer modules. Each
Connexus™ module has a code to represent its location on the table surface. To specify a Connexus™ module in a particular location, please
use the code listed above it. For specific pricing on individual Connexus™ modules please see pages 223-225.
Note: One Connexus™ module is available where two modules are shown. Please refer to location code above the drawing for single center
location in which case the Connexus™ unit will face West if on the left end of the top, and East if on the right end of the top.
For large Connexus™ units please replace “3” in location code with “4”. Please see conditions at bottom of page.

Connexus™ is not available on 36” square or round tops.
18” Drum bases will accommodate single standard Connexus™ units only.
24” Drum bases will accommodate single standard or large Connexus™ units only.
30” Drum bases will accommodate single or double standard or large Connexus™ units.
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REPRESENTS MODULES THAT WHEN
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Represents 42” and 48” top locations Represents 42”,48” and 54” top locations

ACN3 ACN3

Represents 60” top locations Represents 60” top location

ACN3 ACN3

ATN3 ATN3

ABS3 ABS3
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StRatFORd | CONNEXUS™ LOCATIONS CHARTS
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TOP STYLES BASE STYLES

The Connexus™ Locations diagrams below show the available Connexus™ locations for only the top and base configurations shown above.
Please note that the maximum allowable Connexus™ modules per top are shown, and tops may be specified with fewer modules. Each
Connexus™ module has a code to represent its location on the table surface. To specify a Connexus™ module in a particular location, please
use the code listed above it. For specific pricing on individual Connexus™ modules please see pages 223-225.
Note: One Connexus™ module is available where two modules are shown. Please refer to location code above the drawing for single center
location in which case the Connexus™ unit will face West if on the left end of the top, and East if on the right end of the top.
For large Connexus™ units please replace “3” in location code with “4”. Please see conditions at bottom of page.

 18” Drum bases will accommodate single standard Connexus™ units only.
24” Drum bases will accommodate single standard or large Connexus™ units only.
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TOP STYLES BASE STYLES

The Connexus™ Locations diagrams below show the available Connexus™ locations for only the top and base configurations shown above.
Please note that the maximum allowable Connexus™ modules per top are shown, and tops may be specified with fewer modules. Each
Connexus™ module has a code to represent its location on the table surface. To specify a Connexus™ module in a particular location, please
use the code listed above it. For specific pricing on individual Connexus™ modules please see pages 223-225.
Note: One Connexus™ module is available where two modules are shown. Please refer to location code above the drawing for single center
location in which case the Connexus™ unit will face West if on the left end of the top, and East if on the right end of the top.
For large Connexus™ units please replace “3” in location code with “4”. Please see conditions at bottom of page.

18” Drum bases will accommodate single standard Connexus™ units only.
24” Drum bases will accommodate single standard or large Connexus™ units only.

   

REPRESENTS MODULES THAT WHEN
OPENED FACE THE ENDS OF THE TABLE

REPRESENTS MODULES THAT WHEN
OPENED FACE THE SIDES OF THE TABLE

T

 

                  

                   

                      

                    

N                    

                             

                 

         

         

           

           

          

      

 
 

 
 

 
 

 
 

 
 

 
 

 
 

 
 

 

StRatFORd | CONNEXUS™ LOCATIONS CHARTS

   

                  

                   

               To specify a Connexus™ module in a particular location,

p                    

                   

                             

                 

Boat

 

         

           

           

 
 
 

 
 

 
 

 
 

 
 

 
 

 
 

 
 

   

                  

                   

                       

                   

N                    

                             

                 

         

           

Round Drum
Base

Square Drum
Base

   

120”

192”

144”
&

168”

288”

264”

                  

                   

                       

                   

N                    

                             

                 

240”

         

           

ACW3 FCE3CMW3 DME3BCW3 ECE3ACW3 BCW3 CCE3

ACW3 ECE3BMW3 DME3

ACW3 FCE3CMW3 DME3BCW3 ECE3

CCW3

DCE3

ACW3 BCW3 CCE3

ACW3 CCE3

  

BCW3



CONFERENCE | CANADA |  331

StRatFORd | CONNEXUS™ LOCATIONS CHARTS

   

                  

                   

                      

                    

                   

                             

                 

 

Rectangle

Racetrack

C   

         

           

 

 
 
 

 
 

 
 

 
 

 
 

 
 

 
 

 
 

   

                  

                   

                      

                    

                   

                             

                 

Round Drum
Base

  

         

           

Square Drum
Base

 
 
 

 
 

 
 

 
 

 
 

 
 

 
 

 
 

   

                  

                   

                      

                    

                   

                             

                 

 

72”

96”

120”

84”

144”

216”

168”
&

192”

240”

288”

264”

R

  

         

           

60”

48”

ALW3

ALW3 ARE3

ACW3 BCE3

ALW3 ACW3 ARE3

ACW3 BCE3

ACW3 BCW3 CCE3

ACW3 BCW3 CCE3

ACW3 DCE3BCW3 CCE3

ACW3 CCW3 ECE3BCW3 DCE3

ACW3 ECE3BMW3 DME3

ACW3 FCE3CMW3 DME3BCW3 ECE3

ACW3 FCE3CMW3 DME3BCW3 ECE3

 

CCW3

 
 
 

 
 

 
 

 
 

 
 

 
 

 
 

 
 

TOP STYLES BASE STYLES

The Connexus™ Locations diagrams below show the available Connexus™ locations for only the top and base configurations show above.
Please note that the maximum allowable Connexus™ modules per top are shown, and tops may be specified with fewer modules. Each
Connexus™ module has a code to represent its location on the table surface. To specify a Connexus™ module in a particular location, please
use the code listed above it. For specific pricing on individual Connexus™ modules please see pages 223-225.
Note: One Connexus™ module is available where two modules are shown. Please refer to location code above the drawing for single
center location in which case the Connexus™ unit will face West if on the left end of the top, and East if on the right end of the top.
For large Connexus™ units please replace “3” in location code with “4”.

 18” Drum bases will accommodate single standard Connexus™ units only.
24” Drum bases will accommodate single standard or large Connexus™ units only.
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TOP STYLES BASE STYLES

The Connexus™ Locations diagrams below show the available Connexus™ locations for only the top and base configurations shown above.
Please note that the maximum allowable Connexus™ modules per top are shown, and tops may be specified with fewer modules. Each
Connexus™ module has a code to represent its location on the table surface. To specify a Connexus™ module in a particular location, please
use the code listed above it. For specific pricing on individual Connexus™ modules please see pages 223-225.
Note: One Connexus™ module is available where two modules are shown. Please refer to location code above the drawing for single
center location in which case the Connexus™ unit will face West if on the left end of the top, and East if on the right end of the top.
For large Connexus™ units please replace “3” in location code with “4”.
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All products are air emissions certified and are available as FSC® certified


